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Specifications Range Accurac
400mV

DC Voltage 4V/ 40V/ 400V
1000V
660mV/ 6.6V/ 66V/ 1000V +(0.5% + 2)
400mV
4V/ 40V

AC Voltage
400V/ 750V
660mV/ 6.6V/ 66V/ 750V +(1.0% +2)
400mA/ 4000MA/ 40mA/ 400mA

DC Current 660MA/ 6600MA/ 66mA/ 660mA +(0.8% +2)
10A +(2.0% +2)
400MmA/ 4000MA/ 40mA/ 400mA

AC Current 660MA/ 6600MA/ 66mA/ 660mA +(1.2% +2)
10A +(3.0% + 2)
4000/ 4KQ/ 40KQ/ 400KQ/ 4MQ/ 4MQ

Resistance AOMED
ggf\)ﬁ%l 6.6KQ/ 66KQ/ 660KQ/ 6.6MQ/ +(0.8% +2)
4nF/ 40nF/ 400nF/ 4mF/ 40mF/ 400MF

Capacitance 4mF/ 4mF

Logic Frequency ZOM*:lﬂz/t%ol\;{ﬁzAKHz, 40KHz/ 400KHz/

Linear Frequency 40Hz/ 400Hz/ 4KHz/ 10KHz

Frequency 0 ~ 66MHz +(0.3% +2)

Duty Cycle 5% ~ 95% +(2.0% + 2)

Temperature (°C) -20°C ~ 1000°C / -4°F ~1832°F 1(2.0%)

Features

Display Counts 6600

Auto Ranging [ ]

REL Relative Measurement °

True RMS True Root Mean Square Measurement °

Low Z Low Impedance Input Mode L]

NVC Non-Contact Voltage Detection °

Diode 27V °

Continuity Buzzer <50Q [ ]

MAX/MIN [ ]

Data Hold L]

APO Auto Power Off L]

LBD Low Battery Display L]

Display Backlight [ ]

General

Power Supply 1x9V 6F22 Battery

Product Size 176mm x 84mm x 54mm/ 6.9" x 3.3" x 2.1"

Product Weight 350g/0.8lb

Safety Rating CE CAT.IIl 1000V CAT.IV 600V RoHS

MS8251A

Temp 4k
 VatHz%

DIGITAL MULTIMETER
Model:8251A
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